MISSION OF SAFTY

MZ-INBH-4333
MZ-INBH-4543

Features
* 1/3" SONY SUPER HAD IT Color CCD

540TVL High or 330TVL Standard
Resolution.

Day & Night.

0.05Lux Minimum illumination.

Auto Switching color to Monochrome.

Specifications

Image Sensor 1/3” SONY SUPER HAD IT CCD I

Description NTSC PAL
MZ-INBH-4523 410K 470K
MZ-INBH-4333 270K 320K

Scanning System 2:1 Interlace 525 Lines 2:1 Interlace 625 Lines

Scanning Frequency 15.734KHz(H) / 60Hz(V) 15.625KHz(H) / 50Hz(V)

Camera Type Indoor box

. MZ-INBH-4523 540TV-Lines
Resolution MZ-INBH-4333 330TV-Lines

Video Output VBS 1.0Vp-p Composite / 75Q
S/N Ratio More than 50dB(AGC OFF)
Min lllumination 0.005Lux @ FO0.8
Gamma y=0.45

White Balance Automatic White Balance

Lens Mount C/CS Mount

DC Lens level Control
External Controls AGV ON/OFF, ELC ON/OFF

Shutter Speed 1/60 ~1/100,000sec 1/50 ~1/100,000sec

Total Pixels

Dimension (mm)

designed in USA manufactured in korea www.mezory.com






