MISSION OF SAFTY

Z-VNVDH-4544

Features
1/3" SONY SUPER HAD IT CCD.

540TV lines High resolution.
Vandal proof & Weather proof.
Auto Iris Varifocal Type Lens (4-9mm).

Digital Signal Processing (DSP) allows
better picture quality.

Minimum illumination 0.5 Lux @F=1.6 .

Specifications

Image Sensor
Description

Type

Effective Pixels
Resolution
Camera Type
Video Output

S/N

Min. illumination
Scanning System
Gamma
Electronic Shutter
Lens

IR LED
Operation Temp
Storage Temp
Power Supply
Consumption

Dimension (mm)

1/3" Sony Super HAD CCD Sensor
NTSC PAL
IR LED Bullet Camera
768(H) * 494(V) 752(H) * 582(V)
540 TV Lines
Vandal proof & Weather proof dome camera
1.0Vp-p Composite video at 750hm
More than 45dB
0.1 Lux at F1.2 (CDS Sensor on 0.00 Lux)
2:1 Interlaced
0.45
1/60sec ~ 1/120,000sec 1/50sec ~ 1/120,000sec
Auto Iris Varifocal lens 4~9 mm
24 Units
-10 ~ 50 / RH95% Max
-21 ~ 60 / RH95% Max
DC 12V
380mA (Max)

designed in USA manufactured in korea www.mezory.com






