MISSION OF SAFTY

MZ-OBH-7552

Features
1/3” Sony Super HAD™ CCD COLOR 410K
Pixel.
550TVL NCS DSP Chipset.
0.1Lux @ F1.2(Color) - OLux with CDS Sensor
ON/IR LED ON.
45|R LED 850nm White IR LED.
6MM Fixed IRIS Board Lens.
Excellent Auto Focusing at Night (IR Lens).
Cable Managed through the Bracket.

Specifications

Image Sensor
DESCRIPTION
Effective Pixels
Resolution
Camera type
Video Output
S/N

Min. illumination
Scanning System
Gamma
Electronic Shutter
Lens

IR LED
Operation Temp
Storage Temp
Power Supply
Consumption

Dimension (mm)

1/3" Sony Super HAD CCD Sensor
NTSC PAL
768(H) * 494(V) 752(H) * 582(V)
550 TV Lines
Outdoor IR Waterproof & Weatherproof box camera
1.0Vp-p Composite video at 750hm
More than 45dB
0.1 Lux at F1.2 (CDS Sensor on 0.00 Lux)
2:1 Interlaced
0.45
1/50sec ~ 1/120,000sec
Fixed Lens 6.0mm
55 Units
-10 ~ 50 / RH95% Max
-21 ~ 60 / RH95% Max
DC 12V
900mA (Max)

1/60sec ~ 1/120,000sec

designed in USA manufactured in korea www.mezory.com






